Conclusions of the North Sea Hydrographic Commission

Conclusion No.
  Place and year of  adoption:
Status:


63
Paris, 1993
Obsolete 2000

Position Fixing and Hydrographic Surveying Techniques

The North Sea Hydrographic Commission during its 20th Conference in Paris, March 1993;

Recognizing the increasing use of multibeam technology in the Hydrographic Services and the subsequent common problems in the application of multibeam systems together with problems arising from the high volume of collected depth data;

Further recognizing the lack of suitable commercially produced postprocessing systems and, therefore, the necessity for further development in validation of data in order to optimize the post-processing and secure the data quality;

Concluded that a multibeam Working Group shall be established under chairmanship of Denmark. The Working Group should deal with all aspects concerning multibeam systems and the post-processing of multibeam data;

The Working Group shall submit its findings to all NSHC Member States and report to NSHC not later than at the 21st NSHC Conference, September 1994.

Terms of Reference for the Multibeam Working Group:

1.   Review methods of system calibration

2.   Review methods of horizontal positioning and orientation

3.   Review methods of sound velocity application, including ray bending

4.   Review methods of data reduction and statistical methods.

Contouring methods

- using grids

- TIN’s

- models/ other methods

5.   Consider resolution requirements to meet various charting needs.

Remark from F 1997: Proposed status: effected and concluded (1996).  Comment: see report from the 22nd NSHC Conference - item E2.






(Note: The Working Group was disbanded at the 23rd NSHC-Conference.)

